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WELDING STUD IT WITH TIP IGNITION
WELDING STUDS WITH INTERNAL THREAD
NELSON WELDING STUDS IT

5 6.5 Mild Steel

5 6.5 Stainless

5 6.5 Aluminum

6 7.5 Mild Steel

6 7.5 Stainless

6 7.5 Aluminum

7 8.6 Mild Steel

7 8.6 Stainless

7 8.6 Aluminum

8 9.5 Mild Steel

8 9.5 Stainless

8 9.5 Aluminum

^ MATERIALS AVAILABLE:

Mild Steel (4.8 Class) copper plated

SUS 304 Stainless Steel (A2)

Aluminum alloy

ON REQUEST: Bronze ; SUS316 (A4)

* LENGTHS AVAILABLE ON REQUEST

50*M5

10 12 15 20 25 30 35* 45* 50*M6

20 25 30 35* 45*10 12 15

50*M3

LENGTHS AVAILABLE

mm (after welding)

10 12 15 20 25 30 35* 45* 50*M4

20 25 30 35* 45*6 8 10 12 15

M

THREAD SIZE

FLANGE
DIAMETER

MATERIALS
AVAILABLE^

mmmm

EXTERNAL
DIAMETER
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WELDING STUDS PT
WELDING STUDS WITH EXTERNAL THREAD

NELSON WELDING STUDS 

4.5 Mild Steel

4.5 Stainless

4.5 Aluminum

5.5 Mild Steel

5.5 Stainless

5.5 Aluminum

6.5 Mild Steel

6.5 Stainless

6.5 Aluminum

7.5 Mild Steel

7.5 Stainless

7.5 Aluminum

9.0 Mild Steel

9.0 Stainless

9.0 Aluminum

^ MATERIALS AVAILABLE:

Mild Steel (4.8 Class) copper plated

SUS 304 Stainless Steel (A2)

Aluminum alloy

ON REQUEST: Bronze ; SUS316 (A4)

50M8 20 25 30 35 4510 12 15

50M5

10 12 15 20 25 30 35 45 50M6

20 25 30 35 4510 12 15

50M3

LENGTHS AVAILABLE

mm (after welding)

10 12 15 20 25 30 35 45 50M4

20 25 30 35 458 10 12 15

M

THREAD SIZE

FLANGE
DIAMETER

MATERIALS
AVAILABLE^

mm
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